
Cessna 150L N6515G
Quick Reference Checklist

BEFORE START BEFORE TAKEOFF Ground 121.8 ATIS 124.05
Preflight Complete Parking Brake OFF Tower 118.5 Unicom 122.95
Final Walk Around Complete Seats/Belts Secure SEA appr 120.1 Air to Air 122.75
Pax/PIC Briefing Complete Cabin Doors Closed and Locked
Seats/Belts Secure Flight Controls Free and Correct DESCENT
Brakes Test and Set Flight Instruments Check & Set BARO (2) ATIS/AWOS/ASOS Obtain
Circuit Breakers Check In Fuel Quantity Check & Set Total Flight Instruments Set BARO (2)
Electrical Equip. OFF Elevator Trim SET for T/O COM Frequencies Set
Avionics OFF Mixture RICH NAV Frequencies Set
Fuel Shutoff Valve ON Engine Runup *Perform (oil temp) Mixture As Required
CO2 Detector ON *Throttle 1700 RPM Carb Heat As Required

*Magnetos max 150 w/in 50 Power/Throttle As Desired
ENGINE START *Carb Heat RPM drop w/in 100 Lights As Required
Carb Heat OFF *Ammeters & Volts Check Approach Briefing Perform
Mixture Full RICH *Throttle IDLE Check
Throttle 1/4 OPEN Throttle 1000 RPM BEFORE LANDING
Prime *As Required Friction Lock Adjust Seats & Belts Secure

2 or 3 pumps COM Frequencies SET Mixture RICH
Primer In and Locked NAV Frequencies SET Carb Heat ON
Master ON Flight Plan As Desired Lights Landing ON
Beacon ON GPS/RAIM/LRUs As Required
Prop Area Clear Transponder SET AFTER LANDING
Magnetos START Lights As Required Flaps Retract
Throttle 1000 RPM Takeoff Briefing Perform Carb Heat OFF
Oil Pressure Green Mixture Lean as Required

AFTER TAKEOFF Lights As Required
AFTER START Flaps Retract Pitot Heat OFF
Avionics Switches ON Mixture RICH Transponder 1200
Lights As Required Lights As Required Elevator Trim Set for T/O
Transponder 1200 ALT
Mixture Lean as Required CRUISE SHUTDOWN
Flaps Retract Power 2000-2750 RPM Avionics Switches OFF
GPS Check Current Trim As Required Electrical Equip. OFF / Beacon ON
Fuel Quantity SET Mixture Lean Above 3K ft Throttle IDLE
ATIS/AWOS/ASOS Obtain Mixture IDLE Cutoff
Brakes Test Magnetos OFF

Master Switch OFF
CO2 Detector OFF

Vso 48     Vs1 55     Vr 55     Vx 62     Vg 70    Vy 76      *speeds in MPH Control Lock Install
Va 95-109     Vno 120     Vne 162     X-Wind 15 Aircraft Secure Perform



ENGINE FAILURE DURING TAKEOFF ENGINE FAILURE AFTER TAKEOFF ENGINE FAILURE IN FLIGHT
Throttle IDLE Cutoff Airspeed 70 MPH Flaps up Airspeed 70 MPH
Brakes APPLY 65 MPH Flaps 10-Full Fuel Shutoff  Valve ON
Flaps RETRACT Mixture IDLE Cutoff Mixture Full Rich
Mixture IDLE Cutoff Fuel Shutoff Valve OFF Carb Heat ON
Magnetos OFF Magnetos OFF Primer In and Locked

Electrical OFF Magnetos BOTH or START
Flaps As Req'd Forced Landing Perform
Master Switch OFF
Cabin Doors Unlatch
Land Straight Ahead

FIRE DURING START ENGINE FIRE IN FLIGHT ELECTRICAL FIRE IN FLIGHT
Magnetos START Mixture IDLE Cutoff Master Switch OFF
If Engine Starts: Fuel Shutoff Valve OFF Air/Heat/Vents Closed
Throttle 700 RPM *2 mins Master Switch OFF Fire Extinguisher Activate

Shutdown engine Cabin Heat + Air Closed Electrical OFF
If Engine Fails to Start: Airspeed 100+ MPH All other Switches
Throttle FULL Forced Landing Checklist (except Magnetos) OFF
Mixture IDLE Cutoff Extinguish Fire before:
Magnetos START CABIN FIRE Air/Heat/Vents OPEN
Master OFF Master Switch OFF Circuit Breakers CHECK
Engine Secure Air/Heat/Vents Closed Do NOT reset
Fuel Shutoff Valve OFF Fire Extinguisher Activate Master Switch ON
Magnetos OFF Extinguish Fire before: Electrical ON
Parking Brake Release Cabin Air/Vents OPEN
Fire Extinguisher Obtain Land as soon as possible WING FIRE
Airplane Evacuate Landing + Taxi Lights OFF
Fire Extinguish Nav + Strobe Lights OFF
Fire Damage Inspect Pitot Heat OFF

Sideslip as Necessary 

FORCED LANDING NO ENGINE WATER LANDING / DITCHING ICING DURING FLIGHT
Declare Emergency ATC or 121.5 Declare Mayday 121.5 Pitot Heat ON
Transponder 7700 Transponder 7700 Adjust Altitude or Turn Back
Seats & Belts Secure Heavy Objects Secure/Jettison Cabin Heat ON Maximum
Airspeed 70 MPH Flap Up Seats & Belts Secure Defroster Outlets OPEN

65 MPH Flaps 10-Full Flaps 40 deg. Cabin Air Adjust Flow
Mixture IDLE Cutoff Power -300FPM @ 65MPH Checklist POH Sec. 3-14
Fuel Shutoff Valve OFF Approach Into the Wind
Magnetos OFF Cabin Doors Unlatch STATIC PORT BLOCKAGE
Electrical OFF Touchdown Level & Stabilized Alt Static Air Valve Pull ON
Flaps As Required Face Cushion at LND Cabin Heat ON
Master Switch OFF Airplane Evacuate Cabin Air ON
Doors Unlatch Life Vest Inflate Outside Vents Closed
Touchdown Slightly Tail Low Airspeed POH Sec. 5-11
Brakes Apply Heavily


